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1
RECEIVER FOR SIMULTANEOUS
RECEPTION OF SIGNALS FROM MULTIPLE
GNSS SATELLITE SYSTEMS

PRIORITY

This application claims priority under 35 U.S.C. §119(e)
to U.S. Provisional Patent Application Ser. No. 61/834,143
filed on Jun. 12, 2013, the entire disclosure of which is
incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates generally to receiving sig-
nals from satellite navigational systems, and more particu-
larly, to the simultaneous reception of signals from satellites
of multiple Global Navigational Satellite Systems’ (GNSS)
constellations.

2. Description of the Related Art

Satellite navigational systems provide positional and tim-
ing information to earth-bound receivers. Each system has
its own constellation of satellites orbiting the Earth, and, in
order to calculate its position, a receiver on Earth uses the
satellites “in view” (i.e., in the sky above) from that system’s
constellation. Global Navigational Satellite Systems
(GNSS) is often used as the generic term for such systems,
even though such navigational satellite systems include
regional and augmented systems—i.e., systems that are not
truly “global.” The term “GNSS,” as used herein, covers any
type of navigational satellite system, global or not, unless
expressly indicated otherwise.

The number of GNSS systems, both planned and pres-
ently operational, is growing. The widely-known, widely-
used, and truly global Global Positioning System (GPS) of
the United States has been joined by one other global
system, Russia’s GLObalnaya NAvigatsionnaya Sputnik-
ovaya Sistema (GLONASS), and is presently being joined
by Europe’s Galileo and China’s BeiDou (also known, in its
second generation, as COMPASS) systems—each of which
has, or will have, its own constellation of satellites orbiting
the globe. Regional systems (those that are not global, but
intended to cover only a certain region of the globe) include
Japan’s Quasi-Zenith Satellite System (QZSS) and the
Indian Regional Navigational Satellite System (IRNSS)
currently being developed. Augmented systems are normally
regional as well, and “augment” existing GNSS systems
with, e.g., messages from ground-based stations and/or
additional navigational aids. These include the Wide Area
Augmentation System (WAAS), European Geostationary
Navigation Overlay Service (EGNOS), Multi-functional
Satellite Augmentation System (MSAS), and GPS Aided
Geo Augmented Navigation (GAGAN). Regional GNSS
systems, such as QZSS, can also operate as augmented
systems.

The four operating or soon-to-be-operating truly “global”
GNSSs, ie., GPS, GLONASS, Galileo, and BeiDou, are
providing, and/or will be providing, an unprecedented num-
ber of satellites overhead by which a GNSS receiver can
calculate its position using the “open service” channels
transmitted by each GNSS system. GPS transmits an open
service L1 signal, and had 32 working satellites in its
constellation as of December 2012, which constitute 24
operational satellites, with 4 satellites in 6 different orbital
planes, guaranteeing there are at least 6 overhead at any time
at any spot on Earth. GLONASS transmits an open service
L1 signal, and, as of July 2013, has 29 satellites in its
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constellation, with 23 being operational. Galileo transmits
an open service E1 signal, and has 30 satellites planned,
spread out in three orbital planes, and intends to guarantee
there will be 6-8 overhead at any time at “most locations.”
BeiDou-2, also known as COMPASS, transmits an open
service B1 signal, and will have 35 satellites in its constel-
lation.

Thus, in the near future, a minimum of 30 and a maximum
of more than 50 satellites may be available overhead for a
GNSS receiver at any time—if the GNSS receiver is capable
of receiving signals from all four GNSS systems. However,
the various GNSS systems use different signal structures,
and most of them use different frequencies, making the
simultaneous reception of signals from satellites in all 4
GNSS constellations difficult without excessive power con-
sumption and/or receiver apparatus complexity.

Thus, a solution is needed for a GNSS receiver to simul-
taneously receive satellite signals from all 4 GNSS constel-
lations, without excessive power needs and/or undue device
complexity.

SUMMARY OF THE INVENTION

The present invention addresses at least the problems and
disadvantages described above and provides at least the
advantages described below. According to one aspect of the
invention, a GNSS receiver is configured to simultaneously
receive signals from multiple GNSS constellations. Accord-
ing to another aspect of the present invention, a single
analog reception chain is used in a GNSS receiver to
simultaneously receive and process signals from multiple
GNSS constellations. According to yet another aspect of the
present invention, signals from multiple GNSS constella-
tions are separated out from each other only after the
received signal containing all of the signals from the mul-
tiple GNSS constellations has been converted from analog to
digital.

According to an aspect of the present invention, a method
for a receiver in a satellite navigational system to receive
signals of multiple satellites from a plurality of satellite
system constellations is provided, including receiving a
radiofrequency (RF) signal comprising transmissions from
multiple satellites in the plurality of satellite system con-
stellations; translating the RF signal comprising transmis-
sions from the multiple satellites in the plurality of satellite
system constellations to an intermediate frequency (IF)
signal comprising transmissions from the multiple satellites
in the plurality of satellite system constellations by mixing
the RF signal with a local oscillator-derived signal LOg.;
sampling the IF signal at a sampling rate f, to convert the
analog IF signal to a digital IF signal; and separating out, for
each satellite system, signals of satellites of the satellite
system from the digital IF signal by mixing the digital IF
signal with a numerically-controlled oscillator (NCO) out-
put signal fyoo cgasss the NCO output signal fyco gass
having a frequency corresponding to a center of a transmis-
sion frequency of the satellites in the satellite system after
translation to the IF.

According to another aspect of the present invention, a
reception chain in a satellite navigational system receiver is
provided, including a receiver configured to receive a radiof-
requency (RF) signal comprising transmissions from the
multiple satellites in a plurality of satellite system constel-
lations; a complex mixer configured to mix the received RF
signal with a local oscillator-derived signal [.Ogy, generat-
ing an output of an intermediate frequency (IF) signal
comprising the transmissions from multiple satellites in the
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plurality of satellite system constellations; an analog-to-
digital convertor (ADC) configured to sample the IF signal
at a sampling rate f, to convert the analog IF signal to a
digital IF signal; and a complex mixer configured to mix the
digital IF signal with a numerically-controlled oscillator
(NCO) output signal fyco.cnsss the NCO output signal
favco.anss having a frequency corresponding to a center of
a transmission frequency at IF of satellites in a target
satellite system of the plurality of satellite systems, thereby
separating out signals of satellites of the target satellite
system from the digital IF signal.

According to another aspect of the present invention, a
receiver in a satellite navigational system is provided,
including one or more processors and at least one non-
transitory computer-readable medium having program
instructions recorded thereon, the program instructions con-
figured to have the one or more processors control perfor-
mance of one or more steps of receiving a radiofrequency
(RF) signal comprising transmissions from multiple satel-
lites in a plurality of satellite system constellations; trans-
lating the RF signal comprising transmissions from the
multiple satellites in the plurality of satellite system con-
stellations to an intermediate frequency (IF) signal compris-
ing transmissions from the multiple satellites in the plurality
of satellite system constellations by mixing the RF signal
with a local oscillator-derived signal LO,; sampling the IF
signal at a sampling rate f, to convert the analog IF signal to
a digital IF signal; and separating out, for each satellite
system, signals of satellites of the satellite system from the
digital IF signal by mixing the digital IF signal with a
numerically-controlled oscillator (NCO) output signal £,
anss, the NCO output signal fy,-o gnss having a frequency
corresponding to a center of a transmission frequency of the
satellites in the satellite system after translation to the IF.

According to another aspect of the present invention, a
mobile terminal capable of receiving signals of multiple
satellites from a plurality of navigational satellite system
constellations is provided, including a receiver configured to
receive a radio frequency (RF) signal comprising signals of
the multiple satellites from the plurality of navigational
satellite systems GNSS,-GNSS, ; a complex mixer config-
ured to mix the received RF signal with a local oscillator-
derived signal LOg., generating an output of an intermedi-
ate frequency (IF) signal comprising the signals of the
multiple satellites from the plurality of navigational satellite
systems GNSS,-GNSS,; an analog-to-digital convertor
(ADC) configured to sample the IF signal at a sampling rate
f, to convert the analog IF signal to a digital IF signal; and
a plurality of complex mixers, each complex mixer i being
configured to mix the digital IF signal with a numerically-
controlled oscillator (NCO) output signal fyco gnss, the
NCO output signal ., gnvss; having a frequency corre-
sponding to a center of a transmission frequency at IF of
satellites in navigational satellite system GNSS, of the plu-
rality of navigational satellite systems GNSS;-GNSS,,
whereby the plurality of complex mixers can separate out
signals of satellites in each of the plurality of navigational
satellite systems GNSS,-GNSS,, from the digital IF signal.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features and advantages of
certain embodiments of the present invention will be more
apparent from the following detailed description taken in
conjunction with the accompanying drawings, in which:
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FIG. 1A illustrates a receiver chain for a GNSS system
which is receiving and processing signals from four GNSS
constellations, according to an embodiment of the present
invention;

FIG. 1B is a flowchart of a method for receiving and
processing signals from four GNSS constellations, accord-
ing to an embodiment of the present invention;

FIG. 1C is a flowchart of a method for selecting which
GNSS constellations to use for GNSS calculations, accord-
ing to an embodiment of the present invention;

FIG. 2A is a graph showing the signals transmitted by, and
received from, satellites of the GPS, Galileo, GLONASS,
and BeiDou system constellations (GPS/Gal/GLO/Bei);

FIG. 2B is a graphical representation of the signals
transmitted by GPS/Gal/GLO/Bei satellites, and the local
oscillator (LO) frequency LOgy, according to an embodi-
ment of the invention;

FIG. 3A is a graphical representation of the GPS/Gal/
GLO/Bei intermediate frequency (IF) signals generated by
frequency translation, and the center IF frequency £, accord-
ing to an embodiment of the invention;

FIG. 3B is a graphical representation of the overlapping
GPS/Gal/GLO/Bei IF signals generated by frequency trans-
lation, according to an embodiment of the invention;

FIG. 3C is a graph showing the overlapping GPS/Gal/
GLO/Bei IF signals generated by frequency translation,
according to an embodiment of the invention;

FIG. 4A illustrates a receiver chain for a GNSS system
which is receiving and processing signals from the GPS/
Gal/GLO/Bei constellations, according to an embodiment of
the present invention;

FIG. 4B illustrates the components of Signal Separation
module 440 in FIG. 4A, according to an embodiment of the
present invention;

FIG. 4C illustrates the complex mixer 441 used by the
signal separators 440A/B-440D in FIG. 4B, according to an
embodiment of the present invention;

FIG. 5A is the frequency response of IF Filter 423 in FIG.
4A, according to an embodiment of the present invention;
and

FIG. 5B is the frequency response of IF Filter 423 in FIG.
4A with an optional bandpass filter added, according to an
embodiment of the present invention.

DETAILED DESCRIPTION OF EMBODIMENTS
OF THE PRESENT INVENTION

Various embodiments of the present invention will be
described in detail below with reference to the accompany-
ing drawings, wherein like reference numerals are generally
used to refer to like elements throughout. In the following
description, for purposes of explanation, numerous specific
details are set forth in order to provide a thorough under-
standing of the claimed subject matter. It may be evident,
however, that the claimed subject matter may be practiced
without these specific details. In other instances, structures
and devices are illustrated in block diagram form in order to
facilitate describing the claimed subject matter.

In general, the present application relates to a GNSS
receiver simultaneously receiving and processing signals
from satellites of multiple GNSS constellations, as well as
augmented systems, with minimal circuitry and maximum
flexibility. More specifically, embodiments of the present
invention include the following combination of features:

(1) a single radiofrequency (RF)/intermediate frequency

(IF) receive chain for receiving signals from satellites
of multiple GNSS constellations, while reducing the
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bandwidth at IF to minimal values before sampling,
which is also performed at a minimum rate;

(2) digital circuitry capable of processing all of the
complex GNSS signals such that each of the GNSS
system signals is optimally separated in terms of its
own signal characteristics (including the [.-band carrier
transmit frequency and spreading code);

(3) digital circuitry having components which can be
enabled and disabled based on which GNSS systems
signals are selected for reception; and

(4) an optional bandstop filter which can be used to further
reduce the GNSS receiver’s sensitivity to interfering
signals.

FIG. 1A illustrates a receiver chain for a GNSS system
which is receiving and processing signals from four GNSS
constellations, according to an embodiment of the present
invention. Specifically, antenna 110 is receiving signals from
satellites in the GPS, Galileo, GLONASS, and BeiDou
systems (hereinafter, “GPS/Gal/GLO/Bei”). The character-
istics of those received signals, RF Signals 115, will be
described in reference to FIGS. 2A-2B. FIG. 2A is a graph
showing the signals transmitted by, and received from,
satellites in the GPS/Gal/GLO/Bei constellations. Of course,
as would be understood by one of ordinary skill in the art,
FIG. 2A shows a simplified version of the received GPS/
Gal/GLO/Bei signals. For example, as with all signals, these
signals are always received with noise, and, in fact, the GPS
signal when received is below the thermal noise floor. This
and other well-known details of GNSS signals and systems
are excluded from the description herein as making the
description unnecessarily complex.

As shown in FIGS. 2A and 2B, BeiDou open service
signal B1 210 has a nominal center frequency of 1561.098
MHz, with a 1 dB bandwidth of about 4.092 MHz (meaning
that the power of the signal rolls off by 1 dB at that width),
which is shown in the graphical representation of FIG. 2B by
a single line indicating the nominal frequency and a box
indicating the 1 dB roll-off bandwidth. The most current
Interface Control Document (ICD) for BeiDou open service
signal B1 is the BEIDoU NAVIGATION SATELLITE SYSTEM SIGNAL
In Space INTERFACE ConTROL Document, dated December
2012, which is hereby incorporated by reference in its
entirety.

GPS L1 signal 220 and Galileo E1 signal 225 overlap in
FIGS. 2A and 2B because they share the same nominal
center frequency of 1575.42 MHz, but the darker regions on
FIG. 2A show where Galileo signal 225 differs from GPS
signal 220. The most current ICD for GPS is the GrosarL
PosITIONING SYSTEMS DIRECTORATE SYSTEMS ENGINEERING & INTE-
GRATION INTERFACE SpECTFICATION (IS-GPS-200G), dated Jan.
31, 2013, which is hereby incorporated by reference in its
entirety. The most current ICD for Galileo is the Garmeo
OpEN SERVICE SIGNAL IN-SpacE INTERFACE CONTROL DOCUMENT
(Galileo OS SIS ICD) Issue 1.1, dated September 2010,
which is hereby incorporated by reference in its entirety.

GLONASS L1 signal 230B has a nominal center fre-
quency of 1602 MHz, but, in its present incarnation, GLO-
NASS uses frequency division multiplexing (FDM) rather
than code division multiplexing (CDM) to differentiate its
satellites’ signals. More specifically, GLONASS has 14
L1/1.2 satellite channels with center transmission frequen-
cies at multiples of £0.5625 MHz from the center frequency
1602 MHz. The GLONASS 230A signal shown in FIG. 2A
is the +6 satellite channel with a center frequency at
1605.375 MHz, which is used here to indicate the highest
transmission frequency of all the GLONASS FDM chan-
nels. Future incarnations of GLONASS may use CDM to
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differentiate its’ satellite signals. As with the other GNSS
signals, the principles of the present invention apply to both
the present incarnation and any future incarnations, with
modifications that would be obvious to one of ordinary skill
in the art. The GLONASS 230B signal shown in FIG. 2B is
a graphical representation of the bandwidth covered by all of
the 14 FDM channels centered around 1602 MHz. Because
of its use of FDM to differentiate channels, the graphical
representation of all GLONASS channels (GLONASS sig-
nal 230B) has a wider bandwidth than the other GNSS
signals, roughly 8 MHz. The most recent, publicly available
ICD for GLONASS L1 and .2 signals in English is the
GLoBAL NAVIGATION SATELLITE SyYSTEM INTERFACE CONTROL
Document (Edition 5.1), dated 2008, which is hereby incor-
porated by reference in its entirety.

Returning to FIG. 1A, the GPS/Gal/GLO/Bei signals RF
115 (shown as 210, 220, 225, and 230B in FIG. 2B), having
been received by antenna 110, are input into Frequency
Translation module 120. Frequency translation is a very
well-known process in radio reception, and involves the
translation of the higher frequency received signal, herein
called the “radiofrequency” or “RF” signal, to a lower
frequency, herein called the “intermediate frequency” or
“IF.” There are many reasons for performing frequency
translation, one of the primary ones being that it is easier to
manipulate and process the signals at a lower frequency.
This frequency translation is performed by mixing the RF
signal with a signal generated by a local oscillator (LLO),
where the frequency of that LO signal will be designated
herein as L.Og.. The many means and variations that are
possible when performing frequency translation, as well as
the stages and steps which may occur in the reception chain
before, during, and after frequency translation, are well-
known to one of ordinary skill in the art and do not need
further explanation here.

As shown in FIG. 2B, the LLOg. chosen, in accordance
with an embodiment of the present invention, is approxi-
mately in the middle of the desired 4 GPS/Gal/GLO/Bei
GNSS signals. More specifically, LOg is nominally chosen
to be 1547f, where f_the frequency of the local oscil-
lator, =1.0230625 MHz, and thus LOgk=1582.6776875
MHz, as shown in FIG. 2B.

Since the LO signal is complex, i.e., having in-phase (I)
and quadrature (Q) components, the output of Frequency
Translation module 120 is also complex, which is indicated
by the double-lined output of IF signals 125 in FIG. 1A. All
complex signals in FIG. 1A are indicated by double lines.

FIGS. 3A-3B-3C are graphical representations and a
graph of the GPS/Gal/GLO/Bei IF signals 125 output by
Frequency Translation module 120. Having mixed the RF
signals 115 with the LO signal, the resulting IF signals 125
are now centered around a much lower IF center frequency
f., which is indicated by the center zero line shown in FIG.
3A. The spectrum of FIG. 3 A, showing the output IF signals
125, is complex, with both positive and negative frequency
components. However, in actual practice, the positive and
negative frequencies fold over onto one another, resulting in
the overlapping signals shown in FIG. 3B. More specifically,
the BeiDou signals 210 shown centered at about -22 MHz
in FIG. 3A are actually centered at about +22 MHz in FIG.
3B, causing them to overlap the GLONASS signals 230B
centered at around 19.5 MHz in FIG. 3B. FIG. 3C shows the
overlap of GLONASS 230A (the +6 GLONASS satellite
channel) and BeiDou 210 in terms of amplitude (dB).

Returning to FIG. 1A, the IF signals 125 output by
Frequency Translation module 120 are next input to Analog-
to-Digital Converter (ADC) 130. Once again, analog-to-
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digital conversion is a process very well-known to those of
ordinary skill in the art, and obviously involves the conver-
sion of an analog signal to a digital signal, meaning that the
signal is now represented by 1’s and 0’s. There are many
reasons for performing analog-to-digital conversion, one of
the primary ones being that it is easier to manipulate and
process the signals in the digital domain. The many means
and variations that are possible when performing analog-to-
digital conversion, as well as the stages and steps which may
occur in the reception chain before, during, and after analog-
to-digital conversion, are well-known to one of ordinary
skill in the art and do not need further explanation here.

Once converted to the digital domain, IF signals 125 (still
complex, as shown by the double lines in FIG. 1A) are input
to Signal Separation module 140, comprising GPS signal
separator 140A, Galileo signal separator 140B, GLONASS
signal separator 140C, and BeiDou signal separator 140D.
Each signal separator 140A-140B-140C-140D receives the
same digital signal output from ADC 130. Partially because
this digital output is complex, i.e., having I and Q compo-
nents, the apparent overlap of signals shown in FIGS. 3B
and 3C can be unraveled by the digital circuitry in GPS
signal separator 140A, Galileo signal separator 140B, GLO-
NASS signal separator 140C, and BeiDou signal separator
140D. Further details concerning Signal Separation module
140 will be discussed below in reference to the specific
embodiment of Signal Separation module 440 shown in
FIGS. 4B and 4C.

GPS signal separator 140A, Galileo signal separator
140B, GLONASS signal separator 140C, and BeiDou signal
separator 140D separate out the GPS, Galileo, GLONASS,
and BeiDou signals, respectively, and output them so that
the separate signals can be used for navigational processing
and calculation appropriate for each GNSS system. In gen-
eral, each signal separator separates out its own target GNSS
system of satellite signals.

As indicated above, FIG. 1A is a high-level abstraction of
the components involved in the system according to an
embodiment of the present invention, and the many com-
ponents and stages which may be necessary to, and/or
preferred in, a GNSS reception chain, as are well-known to
one of ordinary skill in the art, have been omitted for clarity
of presentation. For example, certain amplification and
filtering is necessary before and after Frequency Translation
module 120 and ADC 130, as is well-known to one of
ordinary skill in the art, but not shown in FIG. 1A. Some of
that amplification and filtering is discussed below in refer-
ence to the specific embodiment shown in FIGS. 4A, 4B,
and 4C. Generally speaking, the specific implementation of
the present invention in the reception chain of a particular
GNSS receiver will always involve many well-known recep-
tion chain components in addition to those shown in FIG.
1A, as would be understood by those of ordinary skill in the
art.

FIG. 1B is a flowchart of a method for receiving and
processing signals from multiple GNSS constellations,
according to an embodiment of the present invention. In step
150, the GNSS signals from the constellations of satellites in
n number of GNSS systems GNSS,-GNSS,, are received by
the GNSS receiver. In step 155, the received RF signals are
translated by Frequency Translation module 120 (using
LOg) into IF signals. In step 160, IF signals 125 comprising
the signals from all GNSS systems GNSS,-GNSS, are
converted from analog to digital by ADC 130. In step 180,
the still-combined GNSS,;-GNSS,, digital signals are sepa-
rated out into the signals for each individual GNSS system
GNSS, by Signal Separation module 140. In step 185, the
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separated-out signals for each individual GNSS system
GNSS, output by Signal Separation module 140 are indi-
vidually processed, according to their respective GNSS
signaling structures and protocols, for GNSS calculation,
and then a multi-GNSS navigation solution is computed
(using all of the information generated from the signals from
all GNSS systems GNSS,-GNSS,). As indicated by the
dotted arrow out of step 185 in FIG. 1B, what happens next
depends on the particular implementation and system
involved. However, as is true with most GNSS systems,
steps 150-155-160-180-185 would most likely be continu-
ally and/or intermittently repeating in order to, inter alia,
update positional information. Having the method “end”
after step 185 would be a misleading simplification. FIG. 1C
is one example of the steps that might occur, after and before
steps 180 and 185, in a particular multi-GNSS system.

FIG. 1C is a flowchart of a method for selecting which
GNSS constellations to use for GNSS calculations, accord-
ing to an embodiment of the present invention. In step 170,
the GNSS constellations whose signals will be used for
navigational/positional calculations are selected (i.e., subset
GNSS; selected from possible GNSS,-GNSS,)). What subset
GNSS, is selected, and when the system will choose to select
less than all possible GNSS systems, may depend on a
number of different metrics, which may be chosen, mixed,
and varied depending on the particular embodiment, as
would be understood by one of ordinary skill in the art. For
example, to minimize GNSS receiver power consumption,
and/or if the GNSS signal conditions are good, the system
may choose to limit signal processing to one or two GNSS
systems. As another example of when the system may select
(or be automated to select) less than all available GNSS
systems, or a single GNSS system, is when there is aug-
mented information available through other communication
channels for that particular GNSS systems or systems. For
example, if augmented GNSS information, such as current
GPS/GLONASS ephemerides, were available through an
available cell network, the GNSS system or systems with
available augmented information may be selected. As an
example of a selection parameter, the system may select the
GNSS system with the most satellites presently in view (or,
from the previous example, the GNSS system with available
augmented information). Variations on this example would
include embodiments that considered such factors as the
maintenance and upkeep of the satellites in the GNSS
system with the most satellites in view. As another example
of a selection parameter, regional mandates may be applied.
China, for example, may mandate that Beidou be the pri-
mary navigational source for freight trucking in China.

In step 173, the signal separation components of those
GNSS constellations which were not selected in step 170 are
turned off (i.e., any GNSS,-GNSS, outside of selected
subset GNSS,). For example, if GPS, Galileo, and GLO-
NASS were selected in step 170, the components in the
BeiDou Signal Separator 140D are turned off in step 173. In
step 180 (which is identical to step 180 in FIG. 1B), the
signals of the selected subset are separated out, as discussed
in reference to FIGS. 1A and 1B (i.e., each individual signal
in the selected subset GNSS,; is separated out). Following the
previous example, in step 180, the selected GPS, Galileo,
and GLONASS information would be separated out and
output by Signal Separation module 140, while the BeiDou
components remained disabled. In step 185 (which is iden-
tical to step 185 in FIG. 1B), the separated-out signals output
by Signal Separation module 140 are individually processed,
according to their respective GNSS signaling structures and
protocols, for GNSS calculation, and then a multi-GNSS
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navigation solution is computed, using all of the information
generated from the signals of the selected constellations.
Following the previous example, the GPS, Galileo, and
GLONASS signals separated-out and output by Signal Sepa-
ration module 140 are individually processed, according to
their respective GNSS signaling structures and protocols, for
GNSS calculation, and then a multi-GNSS navigation solu-
tion is computed (using all of the information generated
from the signals of the selected GPS, Galileo, and GLO-
NASS constellations of satellites).

Next, the multi-GNSS navigation solution computed in
step 185 is acted upon in steps 191 and 195 of FIG. 1C. In
step 191, it is determined whether the multi-GNSS naviga-
tion solution has met a certain minimum threshold condi-
tion, which may be, for example, whether it has attained a
certain level of accuracy. The purpose of step 191 is to
determine whether GNSS calculations should continue
being made by only the selected subset GNSS,, or whether
one or more of the presently unselected/unused GNSS
systems should be added to the GNSS calculations to
achieve, e.g., greater accuracy. This analysis may be per-
formed independently from the rest of the system (using an
independent criteria), or may be provided by an application
that is currently using the GNSS navigation solution(s) and
requires a specific level of accuracy. As is well-known to one
of ordinary skill in the art, there are a number of metrics for
accuracy, the combination of which is sometimes referred to
as Estimated Position Error (EPE) for a particular GNSS
receiver and/or navigational/positional application.

If the minimum threshold is not met in step 191, the
method loops back and turns on one or more of the unse-
lected, thus, turned-off, signal separators 140X in step 175
(i.e., selects one or more GNSS constellations previously
unselected in step 170, resulting in its/their signal
separator(s) 140X being turned off in step 173). Obviously,
if all of the possible GNSS constellations are being used
(i.e., all signal separators 140A, . . ., Z are already turned
on), step 175 is skipped. In one embodiment, step 175 only
turns on one GNSS constellation at a time. For example, if
only the GPS signals are being separated out and processed
(i.e., if GPS is the only GNSS presently selected), and the
minimum threshold is not met in step 191, only one GNSS
constellation, for example, the Galileo constellation, is
turned on in step 175 for additional processing and calcu-
lation. If, at some future point, the minimum threshold is
again not met in step 191 using both the GPS and Galileo
constellations, another GNSS constellation, for example,
GLONASS, is turned on when the method returns to step
175. In such an embodiment, the list of GNSS constellations
to turn on may be predetermined, determined by the GNSS
receiver (based, for example, on received signals), and/or
determined by the system the GNSS receiver is in (for
example, a ground station may determine the preferred order
based on current conditions and transmit the list to all
collocated GNSS receivers). In other contemplated embodi-
ments, the GNSS receiver and/or system may take a number
of factors into account when performing step 175, including,
for example, the present power situation of the GNSS
receiver (in an embodiment where the GNSS receiver is
portable and battery-operated, such as a mobile terminal).
Once the one or more GNSS constellations are turned on in
step 175, the method returns to step 180 and 185, to separate
out and process the presently-operational GNSS signals to
again calculate a multi-GNSS solution.

If the minimum threshold is met in step 191, it is
determined in step 193 whether the multi-GNSS navigation
solution has met and/or exceeds a certain maximum thresh-
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old condition, which may be, for example, whether it has
attained a level of accuracy beyond what is presently
needed. The purpose of step 191 is to determine whether
GNSS calculations should continue being made by all of the
selected subset GNSS_, or whether one or more of the
presently selected GNSS signal separators should be turned
off to, e.g., save power and/or reduce computing resource
usage. The maximum threshold condition is not limited to
being a condition of the multi-GNSS navigation solution and
may instead be, e.g., a percentage of overall power being
presently consumed by the GNSS components.

If the maximum threshold is not met in step 193, the
method loops back to step 180 to separate out the GNSS
signals of the selected subset GNSS, and calculate a new
multi-GNSS navigation solution. This embodiment assumes
that the system is presently set to continually generate GNSS
navigation solutions; however, this is not the case in other
embodiments. For example, the entire GNSS receive chain
could be turned off in other embodiments to save power until
a new multi-GNSS solution is needed, thus effectively
ending this iteration of the method indefinitely. In some
embodiments, the loop may be made at predetermined
intervals to save power (for example, every 1 ms). In other
embodiments, the method may, after a certain number of
iterations, return to step 170 (rather than step 180) to allow
for the re-selection of a subset GNSS,. In embodiments
implemented in a mobile terminal, the starting selected
subset GNSS, is preset at the factory (e.g., an initial selection
of one GNSS system, such as GPS), and then the method
would consist primarily of turning on and off the various
other GNSS signal separation modules 1404, . . ., 140Z, as
required or preferred by the mobile terminal in the field—
meaning returning to step 170 is effectively a reset of the
method by the mobile terminal according to such embodi-
ments.

If the maximum threshold is met in step 193, the method
loops back to turn off, or “unselect,” one or more of the
presently selected and thus turned-on signal separators 140X
in step 177 (i.e., subtracts one or more GNSS constellations
presently in subset GNSS, resulting in its/their signal sepa-
rator(s) 140X being turned off in step 173). Obviously, if
only one GNSS constellation is being used (i.e., only one
signal separators 140X is presently turned on), step 177 is
skipped. In one embodiment, step 177 only turns off one
GNSS constellation at a time. For example, if the GPS,
Galileo, and GLONASS signals are being separated out and
processed (i.e., GNSS =GPS, Galileo, GLONASS), and the
maximum threshold is met in step 193, only one GNSS
constellation, for example, the GLONASS constellation, is
unselected in step 177. If, at some future point, the maxi-
mum threshold is again met in step 193, another GNSS
constellation, for example, Galileo, is turned off when the
method returns to step 177. In such an embodiment, the list
of GNSS constellations to be unselected, i.e., turned off, may
be predetermined, determined by the GNSS receiver (based,
for example, on received signals), and/or determined by the
system the GNSS receiver is in (for example, a ground
station may determine the preferred order based on current
conditions and transmit the list to all collocated GNSS
receivers). In other contemplated embodiments, the GNSS
receiver and/or system may take a number of factors into
account when performing step 177, including, for example,
the present power situation of the GNSS receiver (in an
embodiment where the GNSS receiver is portable and
battery-operated, such as a mobile terminal). Once the one
or more GNSS constellations are unselected in step 177, the
method returns to step 173, to turn off the signal separators
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of the unselected GNSSs, and then process the presently-
operational GNSS signals to again calculate a multi-GNSS
solution.

Simultaneously and/or separately from steps 191 and 193,
the multi-GNSS navigation solution from step 185 is output
to the system in step 195. In most embodiments, this will
mean providing the multi-GNSS navigation solution to an
application currently using GNSS navigational/positional
information. That application may reject the multi-GNSS
navigation solution (as, for example, having insufficient
accuracy), and that rejection may be used as part of the
analysis in steps 191 and 193, as discussed above. After step
195, a number of things may happen in the system as a
whole, depending on the specific embodiment—the possible
variations being well-known to, and/or implementable by,
one of ordinary skill in the art—as indicated by the dotted
line coming out of step 195.

Like FIG. 1A, the methods shown in FIGS. 1B and 1C
should be understood as conceptual frameworks, leaving out
details extraneous to the explication of the present invention.
In some embodiments, one or more of the steps may be
performed substantially simultaneously (especially in an
embodiment where one or more steps are part of a constantly
repeating loop). One or more steps of the methods shown in
FIGS. 1B and 1C may be merged together and/or a single
step may be further divided into sub-steps. The specifics of
how the one or more steps are merged, separated, and/or
otherwise implemented (whether in hardware, software, or a
combination of hardware and software) depends on a num-
ber of factors, as is well-known to one of ordinary skill in the
art. This will be demonstrated by example in reference to the
specific embodiment discussed below in reference to in
FIGS. 4A, 4B, and 4C.

FIG. 4A illustrates a receiver chain for a GNSS system
which is capable of receiving and processing signals from
the GPS/Gal/GLO/Bei constellations, according to an
embodiment of the present invention. Antenna 410 is receiv-
ing signals from satellites in the GPS, Galileo, GLONASS,
and BeiDou systems, the characteristics of which have been
discussed above in reference to FIGS. 1A, 2A, and 2B. The
received GPS/Gal/GLO/Bei signals are input into Pre-Am-
plification & Filtering 413. The pre-amplification and (ini-
tial) filtering processes are well-known to one of ordinary
skill in the art of radio reception, and involves, in the case
of GNSS signals, boosting the signals, which have been
received from satellites about 20,000 kilometers away—
making them loud enough to be heard, so to speak. Also, a
rough filtration process would most likely ensue, to isolate
the desired GNSS signals from the rest of the spectrum. The
many means and variations that are possible when perform-
ing pre-amplification and filtering, as well as the stages and
steps which may occur in the reception chain before, during,
and after pre-amplification and filtering, are well-known to
one of ordinary skill in the art and do not need further
explanation here.

After pre-amplification and initial filtering, the received
GPS/Gal/GLO/Bei GNSS signals are input into complex
mixer 420. Complex mixer 420 mixes the received GPS/
Gal/GLO/Bei GNSS signals with complex LOg, as was
discussed above in reference to FIGS. 1A and 3A-3C,
resulting in a complex, and intermediate frequency (IF),
signal. As shown in FIG. 4A, the complex LOg. signal
originates at local oscillator (LO) 450, which generates
timing signals for the system. All timing signals in FIGS. 4A
and 4B are indicated by dotted lines. LO 450 generates a
certain frequency (f,) reference signal, which is used as the
basis for other timing signals. As is well-known to those of
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ordinary skill in the art, the frequency of the actual output of
the LO may be too high, and thus require reduction by means
of a divider, to obtain the desired f, frequency reference
signal. Moreover, in order to create the LO, signal, which
would typically be many times greater than the local oscil-
lator or reference frequencies, the timing signal at frequency
f is in effect multiplied to the required frequency. The
techniques for doing so are well-known to those of ordinary
skill in the art, and include, for example, a phase-locked loop
(PLL), among other methods. Also well-known to those of
ordinary skill in the art, although a “local oscillator” is
commonly referred to, the generation of the LO signal in
actual practice is typically performed by a plurality of
components, and may include the input of external timing
signals for, e.g., tracking and other purposes.

In the embodiment of FIG. 4A, £=1.0230625 MHz,
which is multiplied by multiplier 451 by 1547, resulting in
1547£,=1582.6776875 MHz. This signal is not yet complex,
however, and needs to have a quadrature (Q) component
created, by multiplying the signal by a 90° phase shift, which
is done by module 453. Thus, the output of module 453,
which is input to complex mixer 420, is the 1O, signal,
with I and Q components and a frequency of
1547, =1582.6776875 MHz. As is well-known to one of
ordinary skill in the art, this is only one of the many ways
a 15471, complex signal could be generated from an LO £,
signal.

The output of complex mixer 420, i.e., the mixture of the
complex [.O. signal and the received, amplified, and fil-
tered GPS/Gal/GLO/Bei GNSS signals, is input to IF Filter
423. The purpose of IF Filter 423, which is a bandpass filter,
is to narrow down the incoming signal for further processing
(especially for the analog-to-digital conversion process),
and, as is well-known to one of ordinary skill in the art, may
be composed of multiple component filters in a chain. In the
embodiment of FIG. 4A, the IF Filter 423 has the frequency
response shown in FIG. 5A. The frequency response in FIG.
5A is the result of a high pass two-zero Butterworth filter
with corner frequency 5.2 MHz. FIG. 5B shows the fre-
quency response when a bandstop filter, i.e., a 37 order
Chebysheyv filter with corner frequency 23.7 MHz and a 1
dB stop band from 9 MHz to 19 MHz, is added to the filter
whose frequency response is shown in FIG. SA. This is
beneficial because, as can be seen, the filter with the fre-
quency response shown in FIG. 5B effectively isolates the
GPS/Gal/GLO/Bei signals output from complex mixer 420,
as shown in FIG. 3C. Eliminating all signals outside the
GPS/Gal/GLO/Bei signal area is desirable before the ana-
log-to-digital conversion process to eliminate any large
interferers before conversion, because there is no way to
eliminate such interference after conversion, resulting in
C/N,, (the ratio of carrier to noise spectral density) loss
which can never be recovered.

Returning to FIG. 4A, the signals output by IF Filter 423
are next input to variable gain amplifier (VGA) 425 for
further amplification before the analog-to-digital conversion
process. VGA 425 is at least partially controlled by Auto-
matic Gain Control (AGC) 460, which continually monitors
signals along the receive chain in order to maintain a
consistent level of amplitude across the system. The ampli-
fied output of VGA 425 is input to Analog-to-Digital Con-
verter (ADC) 430, whose purpose has been discussed above
in reference to FIG. 1A.

In FIG. 4A, the sampling rate (f;) of ADC 430 is
f =481 =49.107 MHz, where, as with the LO, signal, the
timing signal for sampling originates from a reference
frequency (f,) signal with is multiplied by 48 by multiplier
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452. Sampling is the fundamental process by which analog
signals are converted to digital signals, and the Nyquist
sampling rate, which is twice the highest frequency com-
ponent of the analog signal which is to be sampled, is the
minimum sampling rate for an ADC such as 430. Thus, for
a sampling rate of 49.107 MHz, the signal bandwidth
captured is roughly 24.5 MHz, which is more than enough
to fit the GPS/Gal/GLO/Bei bandwidth as shown in FIG. 3C.
As known to those of ordinary skill in the art, the ADC
sampling rate should always be higher than the minimum, at
least, in this particular case, to allow enough frequency
space for practically implementable roll-off IF filters, such
as the bandstop filter which has the frequency response
shown in FIG. 5B.

In the embodiment shown in FIG. 4A, the complex digital
signals output by ADC 430, having been sampled at 49.107
MHz, are input to Signal Separation module 440, compris-
ing the GPS/Galileo signal separator 440A/B, GLONASS
signal separator 440C, and Beidou signal separator 440D.
Each of the individual modules receives the same digital
input from ADC 430. As mentioned above, the GPS and
Galileo signal separators have been partially combined into
separator 440A/B because the transmitted GPS and Galileo
signals share the same frequency band. Thus, unlike the
other signal separators, GPS/Galileo signal separator
440A/B has two outputs, one for GPS and one for Galileo.
A portion of GPS/Galileo signal separator 440A/B in FIG.
4A has been separated by a dotted line, thereby indicating
the additional component(s) in GPS/Galileo signal separator
440A/B not in the GLONASS and BeiDou signal separators
440C and 440D. As with FIG. 1A, GPS/Galileo signal
separator 440A/B, GLONASS signal separator 440C, and
BeiDou signal separator 440D separate out the GPS, Gali-
leo, GLONASS, and BeiDou signals, respectively, and out-
put the signals to be used for navigational processing and
calculation.

FIG. 4B illustrates the details of the components within
GPS/Galileo signal separator 440A/B, GLONASS signal
separator 440C, and BeiDou signal separator 440D in FIG.
4A, according to an embodiment of the present invention. In
general, each signal separator 440 includes a complex mixer
441 which mixes down the ADC 430 output (having all
GNSS signals in digital form) to the specific GNSS carrier
frequency (ultimately based on the original GNSS satellite
center transmission frequency) and a low-pass filter (LPF)
447 which matches the specific GNSS spreading code-
generated bandwidth. A numerically-controlled oscillator
(NCO) 443, whose timing signal input ultimately derives
from LO 450, provides the appropriate frequency mixing
signal for complex mixer 441.

More specifically, in GPS/Galileo signal separator 440A/
B, NCO 443A/B receives timing signal input 48f_ (which
ultimately derives from LO 450) and outputs a complex
digital signal of frequency 7f, (the details of the NCO are
discussed further below in reference to Table 1).
7£=7.1614375 MHz=roughly the central frequency of the
GPS/Galileo signals in the IF domain, i.e., the center of
GPS/Galileo IF signals 220/225 in FIGS. 3B and 3C,
generated by mixing the GPS/Galileo RF signals with com-
plex LOg in mixer 420. This timing signal of frequency 7f,
output by NCO 443A/B is fed to complex mixer 441A/B,
where it is mixed with the ADC 430 output (having all
GNSS signals in digital form). The output of complex mixer
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441A/B, having effectively been “down-mixed” to the GPS/
Galileo (IF) carrier frequency, passes through Spectral
Inversion unit 445A/B, which “reverses” the GPS/Galileo IF
signals 220/225 from the “negative side” of the spectrum, as
shown in FIG. 3A. In practice, this may be done by simply
inverting the sign of the Q component of the digital signal
output by NCO 443A/B.

Once inverted by Spectral Inversion unit 445A/B, the
complex digital signal is filtered by Galileo LPF 447B,
which matches the Galileo spreading code-generated band-
width of 4.092 MHz (null to null frequency spectrum after
sampling). Thus, the output of Galileo LPF 447B is the
Galileo signal in complex digital form, plus a remaining
carrier frequency offset (i.e., -96.25 kHz and the Doppler
and oscillator offset terms), which will be removed to make
the Galileo signal ready for further processing by GNSS
system 400. To generate the corresponding GPS output, the
output of Galileo LPF 447B is input to GPS LPF 447A,
which matches the GPS spreading code generated band-
width, which is only 2.046 MHz (null to null frequency
spectrum after sampling). Thus, Galileo LPF 4478 is placed
before GPS LPF 447A in the signal path because the output
of Galileo LPF 447B will still have the GPS signal within it.
The output of GPS LPF 447A is the GPS signal in complex
digital form, plus a remaining carrier frequency offset (i.e.,
-96.25 kHz=transmit frequency-LOz-+NCO output fre-
quency=1575.42 MHz-1582.6776875 MHz+7x1.0230625
MHz=-0.09625 MHz), which will be removed to make the
GPS signal ready for further processing by GNSS system
400. As is well-known to one of ordinary skill in the art,
there are other frequency offsets which need to be removed,
such as the Doppler offset and other possible oscillator
offsets depending on the embodiment; however, such well-
known features/problems common to GNSS systems will
not be discussed in order to avoid obscuring the invention in
unnecessary detail.

In each signal separator 440, the numerically controller
oscillator NCO 443 is a digital signal generator which
creates a synchronous (i.e. clocked) discrete time, discrete
valued representation of a waveform. An NCO generally
comprises two parts: a phase accumulator (PA) which adds
a frequency control value at each clock sample, and a
phase-to-amplifier converter (PAC) which uses the PA fre-
quency control value to generate the corresponding ampli-
tude sample. In this embodiment, the PAC uses a look-up
table (LUT) to match the amplitude value to the phase value
output by the PA. In other embodiments, the PAC may use
interpolation as well as the LUT to provide better accuracy
and reduce phase error noise. In yet further embodiments,
other methods may be used besides LUT’s, including using
a mathematical algorithm, like a power series, particularly in
a software NCO.

In GPS/Galileo signal separator 440A/B shown in FIG.
4B, according to an embodiment of the present invention,
NCO 443A/B uses a LUT, with values as shown in Table 1
below. In general, the NCO 443°s LUT must translate the
clocking rate into the desired complex oscillator frequency
(complex because it has I and Q components). To put it
another way, at each tick of the clock, the table provides the
point in the cycle of the two waveforms I and Q having the
desired frequency. For GPS/Galileo NCO 441A/B, the LUT
provides I (cos) and Q (sin) values for every tick of the 48f,
clock which correspond to a complex digital signal of
frequency 7f,.
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GPS/Galileo NCO 441 A/B Lookup Table

16
complex digital signal of frequency 18.5f=18.92665625
MHz=the central transmit frequency of the GLONASS
signals in the IF domain, i.e., the center of GLONASS IF
signals 230B in FIG. 3B, generated by mixing the GLO-

NCO phase
of 48 £, clock cos sin 5 NASS RF signals with complex LO,, in mixer 420. This
0 s 0 timing signal of frequency 18.5f, output by NCO 443C is fed
1 9 12 to complex mixer 441C, where it is mixed with the ADC 430
2 -4 14 output (having all GNSS signals in digital form). The output
i :}‘3‘ _g of complex mixer 441C, having effectively been “down-
5 I _15 19 mixed” to the GLONASS (IF) carrier frequency, is input
6 11 -11 directly into GLONASS LPF 447C, which matches the
7 15 2 GLONASS spreading code-generated bandwidth of 1.022
g _g }i MHz (null to null frequency spectrum after sampling). The
10 _14 4 GLONASS digital output of NCO 443C does not need the
11 12 9 15 spectral inverting required for the GPS, Galileo, and BeiDou
12 0 -15 signals because GLONASS IF signals 230B are already on
}i }i "i the “positive” side of the IF spectrum, as shown in FIG. 3A.
is 6 1 The output of GLONASS LPF 447C is the GLONASS
16 -7 13 signal in complex digital form, ready for further processing
17 -15 2 20 by GNSS system 400. Like the GPS and/or Galileo signals,
ig "1; :g the GLONASS signal in complex digital form also has a
20 13 _3 remaining carrier frequency offset=transmit frequency-
21 14 6 LOzA+NCO output frequency; however, its exact amount
22 4 14 and calculation depends on which of the 14 GLONASS
5431 _Ig 15 25 channels is being transmitted. In any event, like the other
25 -9 “12 GNSS outputs, the GLONASS offset which will be removed
26 4 _14 to make the GLONASS signal ready for further processing
27 14 -6 by GNSS system 400.
;g 1; 1; . In GLONASS signal separator 440C shown in FIG. 4B,
30 1 1 according to an embodiment of the present invention, NCO
31 -15 -2 443C uses a LUT, with values as shown in Table 2 below.
32 -8 -13 The GLONASS NCO 443C’s LUT must translate the 481,
B 6 -4 clocking rate into the desired complex digital signal having
34 14 -4 :
3s B 9 frequency 18.5f.. In order to generate an integer number of
36 0 15 35 cycles, the GLONASS NCO 443C’s LUT has I and Q values
37 -12 9 generated over 2 periods, and thus has twice as many values,
38 -14 -4 i.e., 2x48f =96 values, where an 18.5f, signal becomes a
39 -6 -14 : .
20 7 _13 371, signal over a 96f, period.
41 15 -2
2 1 1 40 TABLE 2
43 -2 15
4 -13 8 GLONASS NCO 441C Lookup Table
45 -14 -6
46 -4 -14 NCO phase
47 9 -12 of 48 £, clock cos sin
45
0 31 0
The values for sin and cos, as shown in Table 1 above, are 1 -23 20
the output of NCO 443A/B, which is the input to be mixed 2 4 -31
with the ADC 430 output in complex mixer 441A/B. In i _ég fg
general (i.e., for all signal separators), complex mixer 441 5o 5 28 -14
has the components, input, and output as shown in FIG. 4C. 6 -12 29
The ADC 430 digital output, containing all of the GNSS ; _;2 _fi
signals, is input on the left-hand side, having an in-phase 9 230 6
component (1, ,~) and a quadrature component (Q . /=)- 10 19 -25
NCO 443 output, having the in-phase component 55 1 2 31
(Ivco.gnss=cos in the Tables herein) and a quadrature g _gf _25
component (Qyco gnss=sin in the Tables herein), is input at 14 25 19
the top of FIG. 4C. Once processed by the complex mixer 15 6 -30
components (which are well-known to one of ordinary skill 16 16 27
. . . 17 -29 -10
in the art), those input signals become an output complex 60 18 % b
digital signal at the baseband for that specific GNSS, i.e., the 19 _14 28
digital signal having the in-phase component (I ;s 55) and 20 -8 -30
a quadrature component (Qyss.55), Shown as output on the 21 26 17
: : 22 -31 4
right side of FIG. 4C. % % 3
Continuing with GLONASS signal separator 440C of 65 24 0 31
FIG. 4B, NCO 443C receives timing signal input 48f, 25 -20 -23

(which ultimately derives from LO 450) and outputs a
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TABLE 2-continued

GLONASS NCO 441C Lookup Table

GLONASS NCO 441C Lookup Table

NCO phase NCO phase

of 48 £, clock cos sin 5 of 48 £, clock cos sin
26 31 4 77 -8 30
27 -26 17 78 -14 -28
28 8 -30 79 29 12
29 14 28 80 -29 10
30 -29 -12 10 81 15 -27
31 29 -10 82 6 30
32 -15 27 83 =25 -19
33 -6 -30 84 31 -2
34 25 19 85 -22 22
35 -31 2 86 2 -31
36 22 -22 15 87 19 25
37 -2 31 88 -30 -6
38 -19 =25 89 27 -15
39 30 6 90 -10 29
40 -27 16 91 -12 -29
41 10 -29 92 28 14
42 12 29 93 -30 8
43 -28 -14 20 94 17 -26
44 30 -8 95 4 31
45 -17 26
46 -4 -31
47 0 31 Continuing with BeiDou signal separator 440D of FIG.
48 23 20 4B, the BeiDou NCO 443D receives timing signal input 48f,
49 -31 0 25 . . . *
50 23 ~20 (which ultimately derives from LO 450) and outputs a
51 -4 31 complex digital signal of frequency 21f=21.4843125
g ‘ég ‘22 MHz=roughly the central transmit frequency of the BeiDou
54 8 14 signals in the IF domain, i.e., the center of BeiDou IF signals
55 12 -29 30 210 shown in FIGS. 3B and 3C, generated by mixing the
56 10 29 BeiDou RF signals with complex LOg, in mixer 420. This
2; _% _ig timing signal of frequency 21f, output by NCO 443D is fed
59 -19 25 to complex mixer 441D, where it is mixed with the ADC 430
60 -2 -31 output (having all GNSS signals in digital form). The output
2; _gf f; 35 of complex mixer 441D, having effectively been “down-
63 25 ~19 mixed” to the BeiDou (IF) carrier frequency, passes through
64 -6 30 Spectral Inversion unit 445D, which “reverses” the BeiDou
22 ‘;g ‘% IF signals 210 from the “negative side” of the spectrum, as
67 29 12 shown in FIG. 3A. In practice, this may be done by simply
68 14 -28 40 inverting the sign of the Q component of the digital signal
69 8 30 output by NCO 443D. Once inverted by Spectral Inversion
;? "gf "Z unit 445D, the complex digital signal is filtered by BeiDou
43 3 20 LPF 447D, which matches the BeiDou spreading code-
49 -31 0 generated bandwidth of 1.022 MHz (null to null frequency
50 23 -20 45 spectrum after sampling). Thus, the output of BeiDou LPF
; _1‘71 _Zé 447D is the BeiDou signal in complex digital form, plus a
53 30 3 remaining carrier frequency offset (ie., -95.375
54 -28 14 kHz=transmit  frequency-LOz+NCO  output  fre-
55 12 =29 quency=1561.098 MHz-1582.6776875 MHz+21x
* e > 50 1.0230625 MHz=-0.095375 MHz), which will be removed
58 30 -6 to make the BeiDou signal ready for further processing by
59 -19 25 GNSS system 400.
60 -2 -31 In BeiDou signal separator 440D shown in FIG. 4B,
gi _ﬁ f; according to an embodiment of the present invention, NCO
63 s 19 55 443D uses a LUT, with values as shown in Table 3 below.
64 -6 30
65 -16 -27 TABLE 3
66 29 10
67 -29 12 BeiDou NCO 441D Lookup Table
68 14 -28 6
69 8 30 NCO phase
70 =26 =17 of 48 £, clock cos sin
71 31 -4
72 -20 23 0 31 0
73 0 -31 1 -29 12
74 20 23 2 22 -22
75 31 _4 65 3 -12 29
76 26 -17 4 0 -31
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TABLE 3-continued

BeiDou NCO 441D Lookup Table

NCO phase

of 48 £, clock cos sin
5 12 29
6 =22 =22
7 29 12
8 -31 0
9 29 -12
10 =22 22
11 12 -29
12 0 31
13 -12 -29
14 22 22
15 -29 -12
16 31 0
17 -29 12
18 22 =22
19 -12 29
20 0 -31
21 12 29
22 =22 =22
23 29 12
24 -31 0
25 29 -12
26 =22 22
27 12 -29
28 0 31
29 -12 -29
30 22 22
31 -29 -12
32 31 0
33 -29 12
34 22 =22
35 -12 29
36 0 -31
37 12 29
38 =22 =22
39 29 12
40 -31 0
41 29 -12
42 =22 22
43 12 -29
44 0 31
45 -12 -29
46 22 22
47 -29 -12

In other embodiments of the present invention, further
digital filtering may be used to decimate the various GNSS
signal streams in order to reduce, e.g., processing rate or
memory requirements, later on.

Thus, as shown above, embodiments of the present inven-
tion provide a single RF/IF receive chain for signals from
satellites of multiple GNSS constellations, where that
receive chain also reduces the IF signal bandwidth to
minimal values before the signals are subject to ADC
sampling, which is also performed at a minimum rate. The
embodiments of the present invention are also scalable—
less or more GNSS signal separators may be in the system,
and those individual modules may be turned on or off as
desired. In general, the digital circuitry is capable of pro-
cessing an input comprising all of the complex GNSS
signals such that each of the GNSS system signals is
optimally separated in terms of its own signal characteristics
(including the L-band carrier transmit frequency and spread-
ing code). Moreover, a bandpass/bandstop filter is described
which, when added to the receive chain before ADC sam-
pling, will remove interfering signals from the digital signal,
thereby reducing the GNSS receiver’s sensitivity to inter-
fering signals.

While several embodiments have been described, it will
be understood that various modifications can be made with-
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out departing from the scope of the present invention. Thus,
it will be apparent to those of ordinary skill in the art that the
invention is not limited to the embodiments described, but
can encompass everything covered by the appended claims
and their equivalents.

What is claimed is:

1. A method for a receiver in a satellite navigational
system to receive signals of multiple satellites from a
plurality of satellite system constellations, comprising:

receiving a radiofrequency (RF) signal comprising trans-

missions from multiple satellites in the plurality of
satellite system constellations;

translating the RF signal comprising transmissions from

the multiple satellites in the plurality of satellite system
constellations to an analog intermediate frequency (IF)
signal comprising transmissions from the multiple sat-
ellites in the plurality of satellite system constellations
by mixing the RF signal with a local oscillator-derived
signal LOg;

sampling the IF signal at a sampling rate f_ to convert the

analog IF signal to a digital IF signal; and

separating out, for each satellite system, signals of satel-

lites of the satellite system from the digital IF signal by
mixing the digital IF signal with a numerically-con-
trolled oscillator (NCO) output signal fy-o s the
NCO output signal fyo.gnss having a frequency cor-
responding to a center of a transmission frequency of
the satellites in the satellite system after translation to
the IF.

2. The method of claim 1, wherein each of LO,
fvco.anss 18 @ multiple of a reference frequency f..

3. The method of claim 2, wherein the reference fre-
quency f, is a divisor of a timing signal generated by a local
oscillator in the receiver.

4. The method of claim 1, wherein LOg is substantially
in a center of all the transmission frequencies used by the
plurality of satellite system constellations.

5. The method of claim 1, wherein, before sampling the IF
signal, the method further comprises:

bandpass filtering the IF signal, the bandpass being set

above the highest frequency transmission at IF of the
plurality of satellite system constellations and below
the lowest frequency transmission at IF of the plurality
of satellite system constellations.

6. The method of claim 5, wherein, before sampling the IF
signal, the method further comprises:

bandstop filtering the IF signal, the bandstop being set

between frequencies of transmission at IF of the plu-
rality of satellite system constellations.

7. The method of claim 1, wherein separating out, for each
satellite system, signals of satellites of the satellite system
from the digital IF signal further comprises:

lowpass filtering the output of mixing the digital IF signal

with NCO output signal fy,~,_snss, @ bandwidth of the
lowpass being a bandwidth of signals transmitted by
the satellites of the satellite system.

8. The method of claim 1, further comprising:

selecting one or more satellite systems from the plurality

of satellite systems; and

not performing the step of separating out signals for any

of the plurality of satellite systems not selected in the
selecting step.

9. The method of claim 8, further comprising:

when a navigational solution calculated by processing the

separated out signals of selected satellite systems does
not meet a threshold of accuracy, selecting one or more
of the previously-unselected satellite systems such that

f, and

59
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the step of separating out signals is now also performed
for the one or more now-selected, previously-unse-
lected satellite systems.

10. A reception chain in a satellite navigational system
receiver, comprising:

a receiver configured to receive a radiofrequency (RF)
signal comprising transmissions from multiple satel-
lites in a plurality of satellite system constellations;

a first complex mixer configured to mix the received RF
signal with a local oscillator-derived signal LOgg,
generating an output of an analog intermediate fre-
quency (IF) signal comprising the transmissions from
the multiple satellites in the plurality of satellite system
constellations;

an analog-to-digital convertor (ADC) configured to
sample the IF signal at a sampling rate f; to convert the
analog IF signal to a digital IF signal; and

a second complex mixer configured to mix the digital IF
signal with a numerically-controlled oscillator (NCO)
output signal fy,~o grss, the NCO output signal .,
anss having a frequency corresponding to a center of a
transmission frequency at IF of satellites in a target
satellite system of the plurality of satellite systems,
thereby separating out signals of satellites of the target
satellite system from the digital IF signal.

11. The reception chain of claim 10, wherein the second
complex mixer configured to mix the digital IF signal with
a numerically-controlled oscillator (NCO) output signal
fvco.anss 18 one of a plurality of complex mixers, and
wherein:

each of the plurality of complex mixers is configured to
mix the digital IF signal with a numerically-controlled
oscillator (NCO) output signal fyoo gasss the NCO
output signal fy ., snss; having a frequency corre-
sponding to a center of a transmission frequency at IF
of'satellites in satellite system GNSS, of the plurality of
satellite systems GNSS,-GNSS, , whereby the plurality
of complex mixers separate out signals of satellites in
each of the plurality of satellite systems GNSS,-GNSS,,
from the digital IF signal.

12. The reception chain of claim 11, further comprising:

a bandpass filter configured to filter the IF signal before
being input to the ADC, the bandpass being set above
the highest frequency transmission at IF of the plurality
of satellite system constellations and below the lowest
frequency transmission at IF of the plurality of satellite
system constellations.

13. The reception chain of claim 11, further comprising:

a bandstop filter configured to filter the IF signal before
being input to the ADC, the bandstop being set between
frequencies of transmission at IF of the plurality of
satellite system constellations.

14. The reception chain of claim 11, further comprising:

a plurality of lowpass filters comprising at least one
lowpass filter for each of the plurality of complex
mixers configured to mix the digital IF signal with
NCO output signal fyco gnss» @ bandwidth of the at
least one lowpass filter being a bandwidth of signals
transmitted by satellites of the satellite system GNSS,.

15. The reception chain of claim 11, wherein the NCO
which outputs signal fy ., cnss» Uses a look-up table.

16. The reception chain of claim 15, wherein a reference
frequency f, is a divisor of a timing signal generated by a
local oscillator in the receiver, and each of LOg., f,, and
favco.anss are multiples of £
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17. The reception chain of claim 16, wherein
£=1.0230625 MHz, LOg.~=1547f =1582.6776875 MHz,
and f=48{=49.107 MHz.

18. The reception chain of claim 17, wherein the GNSS,
is at least one of the Global Positioning System (GPS) and
the Galileo system, an input clock signal for NCO;pg/ 700
is 48f =49.107 MHz, and the look-up table for outputting

signal fyco.cps/Gariteo COMPrises:

NCO phase

of 48 £, clock cos sin
0 15 0
1 9 12
2 -4 14
3 -14 6
4 -13 -7
5 -2 -15
6 11 -11
7 15 2
8 8 13
9 -6 14
10 -14 4
11 -12 -9
12 0 -15
13 12 -9
14 14 4
15 6 14
16 -7 13
17 -15 2
18 -11 -11
19 2 -15
20 13 -8
21 14 6
22 4 14
23 -9 12
24 -15 0
25 -9 -12
26 4 -14
27 14 -6
28 13 7
29 2 15
30 -11 11
31 -15 -2
32 -8 -13
33 6 -14
34 14 -4
35 12 9
36 0 15
37 -12 9
38 -14 -4
39 -6 -14
40 7 -13
41 15 -2
42 11 11
43 -2 15
44 -13 8
45 -14 -6
46 -4 -14
47 9 -12

19. The reception chain of claim 17, wherein the GNSS,
is the GLObalnaya NAvigatsionnaya Sputnikovaya Sistema
(GLONASS), an input clock signal for NCOg; onass 18
48f =49.107 MHz, and the look-up table for outputting

signal fyco.Gronass comprises:

NCO phase
of 48 £, clock cos sin
0 31 0
1 -23 20
2 4 -31
3 17 26
4 -30 -8
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23 24
-continued -continued
NCO phase NCO phase
of 48 £, clock cos sin of 48 £, clock cos sin
5 28 -14 5 57 -27 -16
6 -12 29 58 30 -6
7 -10 -29 59 -19 25
8 27 15 60 -2 -31
9 -30 6 61 2 2
10 19 =25 62 -31 -2
11 2 31 10 63 25 -19
12 -2 -2 64 -6 30
13 31 2 65 -16 -27
14 =25 19 66 29 10
15 6 -30 67 -29 12
16 16 27 68 14 -28
17 -29 -10 15 69 8 30
18 29 -12 70 -26 -17
19 -14 28 71 31 -4
20 -8 -30 72 -20 23
21 26 17 73 0 -31
2 -31 4 74 20 23
23 20 -23 20 75 -31 -4
24 0 31 76 26 -17
25 -20 -23 77 -8 30
26 31 4 78 -14 -28
27 -26 17 79 29 12
28 8 -30 80 -29 10
29 14 28 81 15 -27
30 -29 -12 25 82 6 30
31 29 -10 83 =25 -19
32 -15 27 84 31 -2
33 -6 -30 85 -2 2
34 25 19 86 2 -31
35 -31 2 87 19 25
36 2 -2 30 88 -30 -6
37 -23 1 89 27 -15
38 -19 =25 90 -10 29
39 30 6 91 -12 -29
40 -27 16 92 28 14
41 10 -29 93 -30 8
42 12 29 35 94 17 -26
43 -28 -14 95 4 31.
44 30 -8
45 -17 26
ig _g _i 20. The reception chain of claim 17, wherein the GNSS,
48 23 20 2 is the BeiDou system, an input clock signal for NCO_, .,
49 -31 0 is 48f =49.107 MHz, and the look-up table for outputting
2? fi g? signal fyco zeipo, cOMprises:
52 -17 -26
53 30 8
54 -28 14 NCO phase
55 12 -29 45 of 48 £, clock cos sin
56 10 29
57 -27 -16 0 31 0
58 30 -6 1 -29 12
59 -19 25 2 22 -22
60 -2 -31 3 -12 29
61 2 2 50 4 0 -31
62 -31 -2 5 12 29
63 25 -19 6 =22 -22
64 -6 30 7 29 12
65 -16 -27 8 =31 0
66 29 10 9 29 -12
67 -29 12 55 10 -22 22
68 14 -28 i 12 -29
69 8 30 12 0 31
70 -26 -17 13 -12 =29
7 pot 4 14 2 22
15 -29 -12
48 23 20 1o P 5
49 -31 0 60 17 29 1
50 23 -20 18 » 2
51 -4 31 19 -12 29
52 -17 =26 20 0 31
53 30 8 21 12 29
54 -28 14 22 -22 -22
55 12 -29 65 23 29 12
56 10 29 24 -31 0
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-continued
NCO phase
of 48 £, clock cos sin
25 29 -12
26 =22 22
27 12 -29
28 0 31
29 -12 -29
30 22 22
31 -29 -12
32 31 0
33 -29 12
34 22 =22
35 -12 29
36 0 -31
37 12 29
38 =22 =22
39 29 12
40 -31 0
41 29 -12
42 =22 22
43 12 -29
44 0 31
45 -12 -29
46 22 22
47 -29 -12.

21. A receiver in a satellite navigational system, compris-
ing:
one or more processors; and
at least one non-transitory computer-readable medium
having program instructions recorded thereon, the pro-
gram instructions configured to have the one or more
processors control performance of one or more steps of:
receiving a radiofrequency (RF) signal comprising
transmissions from multiple satellites in a plurality
of satellite system constellations;

translating the RF signal comprising transmissions
from multiple satellites in the plurality of satellite
system constellations to an analog intermediate fre-
quency (IF) signal comprising transmissions from
the multiple satellites in the plurality of satellite
system constellations by mixing the RF signal with
a local oscillator-derived signal LOgzx;

sampling the IF signal at a sampling rate f; to convert
the analog IF signal to a digital IF signal; and

separating out, for each satellite system, signals of
satellites of the satellite system from the digital IF
signal by mixing the digital IF signal with a numeri-
cally-controlled oscillator (NCO) output signal f-,.
cnss, the NCO output signal fy,, snss having a
frequency corresponding to a center of a transmis-
sion frequency of the satellites in the satellite system
after translation into the IF.

22. A mobile terminal capable of receiving signals of
multiple satellites from a plurality of navigational satellite
system constellations, comprising:

a receiver configured to receive a radiofrequency (RF)
signal comprising signals of multiple satellites from the
plurality of navigational satellite systems GNSS,-
GNSS,;

a complex mixer configured to mix the received RF signal
with a local oscillator-derived signal LOg, generating
an output of an analog intermediate frequency (IF)
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signal comprising the signals of the multiple satellites
from the plurality of navigational satellite systems
GNSS,-GNSS,,;

an analog-to-digital convertor (ADC) configured to
sample the IF signal at a sampling rate f; to convert the
analog IF signal to a digital IF signal; and

a plurality of complex mixers, each complex mixer i being
configured to mix the digital IF signal with a numeri-
cally-controlled oscillator (NCO) output signal fy,,.
anss;, the NCO output signal fy-o gass; having a
frequency corresponding to a center of a transmission
frequency at IF of satellites in navigational satellite
system GNSS, of the plurality of navigational satellite
systems GNSS,-GNSS,,, whereby the plurality of com-
plex mixers can separate out signals of satellites in each
of the plurality of navigational satellite systems
GNSS,-GNSS,, from the digital IF signal.

23. The mobile terminal of claim 22, wherein a subset of
one or more navigational satellite systems from the plurality
of navigational satellite systems GNSS,-GNSS,, is selected,
and wherein the complex mixers corresponding to any of the
navigational satellite systems not in the subset of selected
navigational satellite systems is disabled.

24. A method for a receiver to receive signals from a
plurality of satellite system constellations, comprising:

selecting a subset GNSS; of one or more satellite system
constellations from a set of satellite system constella-
tions GNSS,-GNSS,, wherein the receiver comprises
circuitry configured to separate signals from satellites
of each of the set of satellite system constellations
GNSS,-GNSS,,;

separating out, for each satellite system in the subset
GNSS;, signals of satellites of the satellite system from
a digital intermediate (IF) signal by mixing the digital
IF signal with a numerically-controlled oscillator
(NCO) output signal fy,_snss» the NCO output signal
fyvco.anss having a frequency corresponding to a center
of a transmission frequency of the satellites in the
satellite system after translation to the IF;

calculating a navigational/positional solution using the
separated out signals; and

when the calculated navigational/positional solution does
not meet a minimum threshold, adding one or more
previously unselected satellite system constellations
from the set of satellite system constellations GNSS, -
GNSS,, to the subset GNSS_; and

when one or more conditions exceeds a maximum thresh-
old, removing one or more previously selected satellite
system constellations from the subset GNSS..

25. The method of claim 24, wherein the minimum
threshold is a certain degree of accuracy of the calculated
navigational/positional solution.

26. The method of claim 24, wherein the maximum
threshold is at least one of a certain percentage of power
being consumed by the receiver circuitry for separating out
the signals and a certain percentage of total power left in the
receiver’s system.



